Public Parking
- 2,000 spaces located across the street
- Over 5,700 total spaces on campus

Show Bus Parking
- Space to accommodate 2 commercial buses located off the loading dock

Food & Beverage
- The Wintrust Arena has exclusive Food & Beverage Services with SAVOR Chicago.

Ticketing
- Wintrust Arena Box Office has daily operations.
- Wintrust Arena has an exclusive with Ticketmaster.

Accommodations
- Marriott Marquis Chicago Hotel
  - 1,205 rooms, newly opened
- Hyatt Regency McCormick Place Hotel
  - 1,258 rooms
- Both connected to the Wintrust Arena and McCormick Place via sky bridge.

Portable Stage
- Stage Dimensions: 40’ x 60’ with 2 12’ x 16’ sound wings (87 4’ x 8’ sections, adjustable 48” – 78”)
- Mix: 16’ x 20’ x 24”
- Crowd Control Barricade: 24’ x 4’ sections

Seating Capacities
- DePaul Basketball: 10,320
- Concert
  - 180 degrees: GA Floor 6,689, Reserved Floor 6,986
  - 220 degrees: GA Floor 7,273, Reserved Floor 7,570
  - 270 degrees: GA Floor 8,326, Reserved Floor 8,773
  - 360 degrees: GA Floor 9,487, Reserved Floor 9,894
- Floor Dimensions: 110’ x 168’ clear
- Load Capacity: 350# per sq. foot
- Heights: 61’ top of bowl, 55’ bottom of scoreboard
**WINTRUST ARENA TECHNICAL SPECIFICATIONS**

**TRANSPORTATION ENTRANCE GUIDES**

**WINTRUST ARENA**

**Schematic and Planning Guide**

**Rigging**

**Zone 1 (Predominantly End Stage)**
- Ceiling Height: Minimum 73' 3"; Maximum 78' 0"
- Capacity: 150,000 lbs.
- Note: If both Zone 1 and 2 are used, one zone will be limited to 75% of the defined load and the other at 50% of the defined load.

**Zone 2 (Predominantly Center Stage)**
- Ceiling Height: Minimum 77' 4"; Maximum 91' 6"
- Capacity: 135,000 lbs.

**Rigging Grid**
- 3,000 lbs. direct, 1,500 bridled to defined load capacity of supporting steel
- Rigging Plot to be provided.

**Loading Dock**
- External Overhead Door: 28' wide x 16' high
- Internal Overhead Door: 20' wide x 14' 6" high
- Dock Levelers: None
- Drive-On Floor: Yes (14' 6" high clearance)

**Power & Media Power**
- **Stage Right (1,600 amp)**
  - 2 – 400 amp, 208/120 volt, 3 phase
  - 2 – 200 amp, 208/120 volt, 3 phase
  - 2 – 100 amp, 208/120 volt, 3 phase
  - 1 – 200 amp, 208/120 volt, 3 phase spare
- **Stage Left (1,600 amp)**
  - 2 – 400 amp, 208/120 volt, 3 phase
  - 2 – 200 amp, 208/120 volt, 3 phase
- **Shore & Media Power**
  - 1 – 200 amp, 208/120 volt, 3 phase
  - 1 – 100 amp, 208/120 volt, 3 phase

**Shore & Media Power**

**Lighting**
- **Arena lighting with “instant on” capacity**
  - 8 STRONG spotlights
  - 6 spotlight bays with clear com on catwalk
  - Ion console with ETC Net
  - 8 Chauvet Rogue R1
  - Lobby and Exterior LED color schemes
  - Blackout drapes throughout
  - 2 spotlight locations on concourse level

**Audio**
- **6 Line Array Hangs of 10 JBL Vertec 4887A**
- **6 Accompanying hangs of 4 JBL 2x18 ASB6128 subwoofers**
- **2 JRX212 Floor monitors**
- Powered by Crown DCi Series Amplifiers
- **Yamaha QL1 digital mixing console**
- **2 Shure UHF-R Beta 58s**
- 4 Beta 58 wired microphones
- **8 Clear Com FS-BP Wireless Com Beltpacks**
- 6 Clear Com RS-701 Wired Com Beltpacks
- **Listen Tech it800 Assisted listening system**

**Scoreboard**
- **4 Center-hung 6mm HD video faces**
- **4 Center-hung 16mm HD corner**
- Center-hung upper & lower rings
- 12mm boards
- **21 Concourse TV monitors with video support**
- **6 fascia 12mm video ribbon boards**
- **60’ x 16’ external video marquee operating 24/7/365**

**Video Productions**
- A broadcast-quality production control room configured for 1080i59. The production system uses 2/3" production cameras over optical cable.
- **Ross Carbonite 16 input 2 M/E switcher**
- Single-channel Ross XPression graphics package
- **4x2 NewTek 440 replay server**
- Single-channel Click Effects CrossFire clip server
- **Aja Ki Pro recorder**
- **3 Hitachi Z-HD5000 cameras with 20x lenses with 2x extenders and SMPTE adapters**
- **Avocent KVM system**
- **Yamaha QL1 mixer with DANTE distribution**
- **1 UDC for cross-conversion**

**Audio Embedder/Disembedders**
- Production suite can drive up to 2 MATV channels